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ECONET® ACCESSORY KIT OPTIONS

Water
  Tankless Gas 
EcoNet Included Water Heaters

INTEGRATED HOME COMFORT

EcoNet® Tankless Translator 
& WiFi Module Kit
REWRA630TWH – Contains all parts required to upgrade 
single Rheem tankless water heaters to have EcoNet connected 
features. For multi-unit systems, a Translator Kit is required for 
each additional unit. (includes translator kit, WiFi module kit and 
leak detection kit)

EcoNet® Tankless WiFi Module Kit 
PD415189 – WiFi Module Kit can be used to upgrade Tankless 
systems already containing Manifold Translator. One WiFi 
Module is required for each tankless system, not per tankless 
unit (includes WiFi module, connection cable and power cord)

EcoNet® Tankless Translator Kit 
 PD415188 – Each tankless water heater requires a 
translator to work with EcoNet. Can be used in addition to 
Tankless Translator & WiFi Module Kit for multiple tankless 
unit installations. (includes translator, leak detection kit and 
connection cables)

EcoNet® Leak Detection Kit 
PD415190 – Can be connected to built-in Manifold Translator 
in Commercial Tankless models to add leak detection features. 
Indoor models ONLY (includes leak detection sensor and 
harness)

UPGRADING TO ECONET®:
All Rheem tankless gas water heaters from 2010 to present* can be 
 upgraded to include EcoNet connected features with EcoNet Translator  
& WiFi Module Accessory Kit (REWRA630TWH).  
Accessories not required for tankless models with EcoNet® built-in!
*Excluding -RH models
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RJ25 Communication Cables
Additional cable lengths for connecting translators between units 
or wifi module to translator where additional length is required.

RCPN-AMP03-0013111101-0002 - 72 in. Long
RCPN-AMP03-0013111101-0003 - 48 in. Long
RCPN-AMP03-0013111101-0004 - 240 in. Long




